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PROPOSED SHILOH CUT-OFF (MAIN STREET)

STA. 83+00.00 TO STA. 84+23.20
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PROPOSED SHILOH CUT-OFF (MAIN_STREET)

STA. 82+73.00 TO STA. 84+23.20
(NOT TO SCALE)
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FEDERAL AID PROJECT | CONTRACT NO. 97457

TYPICAL SECTIONS -

LEGEND

PROPOSED HOT-MIX ASPHALT PAVEMENT (FULL DEPTH), 11"
(2" SURFACE WITH 9" BINDER)

PROPOSED AGGREGATE BASE COURSE, TYPE A 87

PROPOSED COMBINATION CONCRETE CURB AND GUTTER,
TYPE. B-6.24

PROPOSED PORTLAND CEMENT CONCRETE SIDEWALK, 4"
STA. 3+30.00 TO 18+40.00

PROPOSED HOT-MIX ASPHALT SHOULDERS, 8”

PROPOSED 4 1/4” HOT-MIX ASPHALT BINDER COURSE,
IL-19.0, N70. LEVELING BINDER AS REQUIRED TO GENERATE
PROPER CROSS SLOPE

EXISTING 1 1/2“ BITUMINOUS CONCRETE BINDER COURSE
EXISTING 1 1/2” BITUMINOUS CONCRETE SURFACE COURSE

EXISTING 8" STABILIZED BASE COURSE
EXISTING 4’ SUB-BASE GRANULAR MATERIAL
EXISTING 8" STABILIZED SHOULDERS

EXISTING AGGREGATE SHOULDERS

INTENTIONALLY LEFT BLANK

PROPOSED CONCRETE GUTTER, TYPE A

EXISTING 2 OIL AND CHIP

EXISTING 6’ COMPACTED GRAVEL BASE COURSE
EXISTING 4'* CRUSHED STONE BASE COURSE
PROPOSED AGGREGATE WEDGE SHOULDER. TYPE B

PROPOSED GEOTECHNICAL FABRIC FOR GROUND STABILIZATION.

PROPOSED 2 HOT-MIX ASPHALT SURFACE COURSE,
MIX "D N7Q

EXISTING CONCRETE SIDEWALK
PROPOSED GUARDRAIL

EXISTlNd GUARDRAIL

REERECTED EXISTING GUARDRAIL
EXISTING CONCRETE CURB AND GUTTER

FUTURE CONCRETE SIDEWALK

PROPOSED BITUMINOUS MATERIAL (PRIME COAT)
PROPOSED AGGREGATE (PRIME COAT)

PROPOSED AGGREGATE SHOULDER TYPE A 8"
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